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Parts List Safety Procedures

Safety Procedures
1. The chain block must always be rigged to lift in a straight line from hook to 

hook. The chain block must always be free to swivel on the upper hook. 
Under no conditions should the chain block frame be allowed to bear on any 
support when in use as this would cause bending of the hook or frame and 
damage the unit.

2. When preparing to lift or move a load, be sure that the attachments to both
hooks are firmly seated in the saddles of the hooks. Avoid off centre loading 
of any kind especially loading on the tip of the hook. Also observe that the 
chain hangs straight (without twists) from chain block to lower hook.

3. When lifting, raise the load only enough to clear the floor or support and 
check to be sure brake will hold the load and that attachments to the load 
are firmly seated. Continue the lift only after you are assured the load is free 
of all obstructions.

4. Do not load beyond the rated capacity of the chain block. Rated capacity can 
be achieved with the following hand chain pulls. Since these hand chain pulls 
can easily be applied by one person, under no circumstances should more 
than one person operate the hoist 
hand chain. Overloading can 
cause immediate failure of some 
load carrying parts or result in 
damage causing failure at less 
than rated capacity. When in 
doubt use the next larger 
capacity Baoli Chain Block.

WARNING

Chain Block Hand Chain 
Rated Load  Pull to Lift

Kg Rated Load Kg

500 21
1000 33
1500 39
2000 36
3000 39
5000 42

10000 45
20000 45

Exceeding the rated capacity of the chain block may cause load to fall.

TO AVOID INJURY
Do not exceed the hand chain pulls specified in safety procedure 4.

5. Do not wrap load chain around the load or bring the load in contact with
the chain block. Doing this will result in the loss of the swivel effect of the
hook which could mean twisted chain and jammed liftwheel. The chain could
be damaged at the hook.

6. Stand clear of all loads and avoid moving load over the heads of other 
personnel. Warn personnel of your intention to move a load in their area.

7. Do no leave the load in the air unattended.
8. Do not lower the hook to a point where the chain becomes taut between the 

liftwheel and loose end pin.
9. Do not run the lower hook block into the chain block frame. Frame and /or 

chain guide damage may result.
10. The chain block has been designed for manual operation only.

SPECIAL NOTE FOR USER:
TWISTING OF CHAIN
3, 5, 10, 20 and 30 tonne  Chain Blocks have multiple falls of load chain.
THE LOAD CHAIN MUST BE INSPECTED FOR TWIST PRIOR TO EACH LIFT. 
If the Chain Block bottom hook has looped through the multi fall of load 
chain this can create a twist in the load chain that can damage the Chain 
Block and cause injury.

WARNING

NO. DESCRIPTION

1 Hand wheel cover assembly

2 Hand wheel

3 Brake cover

4 Friction plate

5 Ratchet disc

6 Brake seat

7 Lock plate

8 Top pin

9 Side plate assembly B

10 Chain sprocket

11 Side plate assembly A

12 Splined gear

13 Driven shaft assembly

14 Driving shaft

15 Gear case assembly

16 Name plate

17 Suspension plate

18 Stripper

19 Guide roller

20 Load chain

21 Pawl spring

22 Pawl

23 Hand chain

30 Top hook assembly

31 Double spring

NO. DESCRIPTION

32 Safety latch

33 Chain pin

34 Bottom hook assembly

35 Chain pin

36 Idle sheave assembly

37 Hook hanger component

38 Beam assembly

39 Split pin

40 Idle sheave pin

41 Idle sheave pin plate

42 Hook pin

44 Hook hanger cover

45 Beam cover

48 Suspension plate assembly

52 Screw

53 Spring washer

60 Prevailing torque type nut

61 Split pin

62 Hexagonal castle nut

63 Screw

64 Spring washer

65 Snap ring

66 Snap ring

66 Split pin

67 Prevailing torque type nut

NO. DESCRIPTION

68 Screw

69 Snap ring

70 Prevailing torque type nut

71 Rivet

72 plit pin

73 Pin

74 Screw

75 Washer

90 Bearing A

91 Pin bearing

92 Bearing B

93 Bearing C
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TO AVOID INJURY
1.  DO be familiar with chain block operating controls, procedures and warnings.

2. DO make sure the chain block suspension hook is securely attached to a 
suitable support.

3. DO maintain a firm footing or be otherwise secured when operating chain
block.

4. DO make sure that load slings or other approved sling attachments are
properly sized and seated in the hook saddle.

5. DO make sure that the hook latch, is closed and not supporting any part 
of the load.

6. DO make sure that the load is free to move and will clear all obstructions.

7. DO take up slack chain carefully, check load balance, lift a few centimetres 
and check load holding action before continuing.

8. DO make sure that all persons stay clear of the suspended load.

9. DO avoid swinging of load or load hook.

10. DO protect load chain from weld spatter or other damaging contaminants.

11. DO promptly report any malfunction, unusual performance, or damage of
the chain block.

12. DO inspect chain block regularly, replace damaged or worn parts and keep
appropriate records of maintenance.

13. DO use Baoli genuine parts when repairing a chain block.

14. DO use hook latches wherever possible.

15. DO apply lubricant to the load chain as recommended in this manual.

16. DO replace damaged or malfunctioning hook latch.

17. DO NOT lift more than rated load.

18. DO NOT use damaged chain block or chain block that is not working correctly.
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WARNING

19. DO NOT use the chain block with twisted, kinked, damaged or worn chain.

20. DO NOT lift a load unless chain is properly seated in chain wheel(s).

21. DO NOT use load chain as a sling or wrap chain around load.

22. DO NOT lift a load if any binding prevents equal loading on all supporting 
chains.

23. DO NOT apply the load to the tip of the hook.

24. DO NOT operate unless load is centred under chain block.

25. DO NOT operate chain block with other than manual power.

26. DO NOT permit more than one operator to pull on a single hand chain at 
one time.

27. DO NOT allow your attention to be diverted from operating the chain block.

28. DO NOT operate the chain block beyond limits of load chain travel.

29. DO NOT use chain block to lift, support or transport people.

30. DO NOT lift loads over people.

31. DO NOT leave a suspended load unattended unless specific precautions have 
been taken.

32. DO NOT allow sharp contact between two chain blocks or between chain 
block and obstructions.

33. DO NOT allow the chain or hook to be used as a earth for welding.

34. DO NOT allow the chain or hook to be touched by a live welding electrode.

35. DO NOT remove or obscure the warnings on the chain block.

36. DO NOT adjust or repair a chain block unless qualified to perform chain block
maintenance.

37. DO NOT attempt to lengthen the load chain or repair damaged load chain.

Spare Parts Diagram 
Exploded view 500kg to 20000kg
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